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1
MULTIPLE-FUNCTION HAND TOOL

BACKGROUND OF THE INVENTION

1. Fields of the Invention

The present invention relates to a hand tool, and more
particularly, to a multiple-function hand tool which combines
pliers and adjustable wrench to quickly clamp objects.

2. Descriptions of Related Art

The conventional hand tool such as the pliers comprises
two handles and two jaws connected to the two handles. The
two handles are pivotably connected to each other. The user
pulls the two handles toward each other to clamp the object
between the two jaws. The user has to apply a significant force
to hold the two handles to keep the two jaws to clamp the
object.

Another hand tool such as the adjustable wrench which
comprises a fixed jaw and a movable jaw. The movable jaw is
moved relative to the fixed jaw by rotating an adjustment
screw. The movable jaw is then positioned at the desired
position without holding the handle. However, it takes time to
rotate the adjustment screw to adjust the movable jaw.

The present invention intends to provide a multiple-func-
tion hand tool which improves the shortcomings mentioned
above.

SUMMARY OF THE INVENTION

The present invention relates to a hand tool and comprises
a first part having a first pivotal portion which has a first
handle and a first jaw on two ends thereof. The first pivotal
portion has a first pivotal hole, a first insertion hole and a
positioning hole. The positioning hole has a first positioning
setting and a second positioning setting defined in one surface
of the first pivotal hole.

A second part has a second pivotal portion which has a
second handle which is located corresponding to the first
handle. The second pivotal portion has a first protrusion and a
second insertion hole. The first protrusion is inserted into the
first insertion hole of the first part.

An assistance member has a third pivotal portion which has
a second pivotal hole located corresponding to the first pivotal
hole of the first part. The third pivotal portion has a second
protrusion located corresponding to the second insertion hole
of'the second part. The third pivotal portion has an adjustment
head located corresponding to the first jaw of the first paw.
The adjustment head has an adjustment screw connected
thereto which is threadedly engaged with a second jaw which
is moved relative to the first jaw by rotating the adjustment
Screw.

A pivot extends through the first pivotal hole of the first part
and the second pivotal hole of the assistance member. A
locking member has an engaging member on the outside
thereof. The locking member is located in the positioning
hole of the first part. The engaging member is located in the
first positioning setting of the positioning hole.

Preferably, the third pivotal portion of the assistance mem-
ber has a slot which is located corresponding to the position-
ing hole of the first part.

Preferably, the locking member is a cylindrical member.

Preferably, the first and second positioning settings of the
positioning hole are two notches.

The primary object of the present invention is to provide a
hand too with different functions which meet requirements in
different tasks.

The present invention will become more obvious from the
following description when taken in connection with the

10

15

20

25

30

35

40

45

50

55

60

65

2

accompanying drawings which show, for purposes of illus-
tration only, a preferred embodiment in accordance with the
present invention.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an exploded view of the hand tool of the present
invention;

FIG. 2 is another exploded view of the hand tool of the
present invention;

FIG. 3 is a perspective view to show the hand tool of the
present invention;

FIG. 3 is a perspective view to show the of the present
invention;

FIG. 4 shows the operation to the two handles of the hand
tool of the present invention;

FIG. 5 shows that the second jaw is moved by rotating the
adjustment screw;

FIG. 6 shows the operation to the locking member of the
hand tool of the present invention;

FIG. 7 is a cross sectional view to show that the locking
member is pushed downward;

FIG. 8 is a cross sectional view to show that the locking
member is rotated;

FIG. 9 shows that the hand tool of the present invention is
used as a hammer;

FIG. 10 shows that the hand tool of the present on is used as
pliers, and

FIG. 11 shows that the hand tool of the present invention is
used as an adjustment wrench.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENT

Referring to FIGS. 1 to 11, the hand tool of the present
invention comprises a first part 10 having a first pivotal por-
tion 11 which has a first handle 12 and a first jaw 13 on two
ends thereof. The first pivotal portion 11 has a first pivotal
hole 111, a first insertion hole 112 and a positioning hole 113.
The positioning hole 113 has a first positioning setting 114
and a second positioning setting 115 defined in one surface of
the first pivotal hole 11. In this embodiment, the first and
second positioning settings 114, 115 of the positioning hole
113 are two notches.

A second part 20 has a second pivotal portion 21 which has
a second handle 22 which is located corresponding to the first
handle 12. The second pivotal portion 21 has a first protrusion
211 and a second insertion hole 212. The first protrusion 211
is inserted into the first insertion hole 112 of the first part 10.

An assistance member 30 has a third pivotal portion 31
which has a second pivotal hole 311 located corresponding to
the first pivotal hole 111 of the first part 10. The third pivotal
portion 31 has a second protrusion 312 located corresponding
to the second insertion hole 212 of the second part 20. The
third pivotal portion 31 having a slot 313 which is located
corresponding to the positioning hole 113 of the first part 10.
The third pivotal portion 31 has an adjustment head 32
located corresponding to the first jaw 13 of the first paw 10.
The third pivotal portion 31 of the assistance member 30 has
a slot 313 which is located corresponding to the positioning
hole 113 of the first part 10. The adjustment head 32 has an
adjustment screw 33 connected thereto which is threadedly
engaged with a second jaw 34 so that the second jaw 34 is
moved relative to the first jaw 13 by rotating the adjustment
screw 33.

A pivot 40 extends through the first pivotal hole 111 of the
first part 10 and the second pivotal hole 311 of the assistance
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member 30. A locking member 50, which is a cylindrical
member, has an engaging member 51 on the outside thereof.
The locking member 50 is located in the positioning hole 113
of'the first part 10. The engaging member 51 is located in the
first positioning setting 114 of the positioning hole 113.

As shown in FIG. 4, the user may hold the two handles 12,
22 to pivot the first and second parts 10, 20 about the pivot 40
to clamp an object by the first and second jaws 13, 34.

As shown in FIG. 5, the third pivotal portion 31 has the
adjustment head 32 which has the adjustment screw 33 con-
nected thereto so as to move the second jaw 34 toward or away
from the first jaw 13 by rotating the adjustment screw 33.

As shown in FIGS. 6 and 7, the user can push the locking
member 50 downward and rotate the locking member 50 to
move the engaging member 51 of the locking member 50
from the first positioning setting 114 to the second position-
ing setting 115 as shown in FIG. 8 to position the first part 10
and the assistance member 30 at the desired position. Then the
adjustment screw 33 is rotated to move the second jaw 34
relative to the first jaw 13. It is noted that when pushing the
locking member 50, the locking member 50 moves downward
and then is engaged with the slot 313. The engaging member
51 of the locking member 50 is moved from the first position-
ing setting 114 to the second positioning setting 115 as shown
in FIG. 8 to position the first part 10 and the assistance
member 30 at the desired position.

FIG. 9 shows that the hand tool of the present invention is
used as a hammer by hammering the nail 61 on the object 60
by the outside of the first jaw 13. FIG. 10 shows that the hand
tool of the present invention is used as pliers by clamping the
nail 61 on the object 60 by the first and second jaws 13, 34.
FIG. 11 shows that the hand tool of the present invention is
used as an adjustment wrench by micro-adjusting the distance
between the first and second jaws 13, 34 by rotating the
adjustment screw 33.

While we have shown and described the embodiment in
accordance with the present invention, it should be clear to
those skilled in the art that further embodiments may be made
without departing from the scope of the present invention.
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What is claimed is:

1. A hand tool comprising:

a first part having a first pivotal portion which has a first
handle and a first jaw on two ends thereof, the first
pivotal portion having a first pivotal hole, a first insertion
hole and a positioning hole, the positioning hole having
a first positioning setting and a second positioning set-
ting;

a second part having a second pivotal portion which has a
second handle which is located corresponding to the first
handle, the second pivotal portion having a first protru-
sion and a second insertion hole, the first protrusion
being inserted into the first insertion hole of the first part;

an assistance member having a third pivotal portion which
has a second pivotal hole located corresponding to the
first pivotal hole of the first part, the third pivotal portion
having a second protrusion located corresponding to the
second insertion hole of the second part, the third pivotal
portion having a slot which is located corresponding to
the positioning hole of the first part, the third pivotal
portion having an adjustment head located correspond-
ing to the first jaw of the first part, the adjustment head
having an adjustment screw connected thereto which is
threadedly engaged with a second jaw which is moved
relative to the first jaw by rotating the adjustment screw;

a pivot extending through the first pivotal hole of the first
part and the second pivotal hole of the assistance mem-
ber, and

a locking member having an engaging member on an out-
side thereof, the locking member located in the position-
ing hole of the first part, the engaging member engaging
with either positioning setting of the positioning hole.

2. The hand tool as claimed in claim 1, wherein the locking

member is a cylindrical member.

3. The hand tool as claimed in claim 1, wherein the first and

second positioning settings of the positioning hole are two
notches.



